











Excel EZ-FIT steel trunking system
SPECIFICATION

Material: EN 10327 Grade DX5 1D Z275; Continuously hot-dip zinc coated low carbon steel
sheet.
System manufactured to I1S.EN.50085-2-1 : 2006 and 50085-1 : 2005.
Classification (Section 6) as follows:

6.2 Impact tested to 2.0J
6.3 Temperature tested : Table 1 (Storage) -25°C
Table 2 {Installation) +15°C
Table 3 {Application) +30°C

6.4 Non-Flame propagating
6.5 CTS with electrical continuity; Max linear Imp. 1.00 m.Ohm per metre
6.6 CTS without insulating characteristic
6.7 General IP 30. Body covers to IP4X, accessories require cover piece
6.8 Medium protection outside and inside
6.9 Body cover can be opened only with a tool

7.2 Marking. All parts are indelibly engraved with identification

nstruction. All bodies are produced with returned ‘safe’ edges

tions. The system is interconnected using locking screws and serrat-
ntinuity these should be tightened on site to torque values on table 4.
tested in accordance with clause 11.1.2. This test was carried out by
' an independent test centre. 4
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EXLEL Electric Group

NEW RANGE OF SUPPORT PRODUCTS

Strut (C-Profile) Threaded Rod Accessories

Supplied in 3M & 6M Lengths Supplied in 3M Lengths Other Accessories Available
41x21 Plain Channel 2.5mm M6 Threaded Rod Cantilever Arm

41x41 Plain Channel 2.5mm M10 Threaded Rod Purlin Clip

THIS IS o CUTTING FACILITY AVAILABLE FOR STRUT

THIS LEAN MANUFACTURING WILL SAVE YOU TIME & MONEY
PLEASE CALL OR EMAIL US FOR DETAIL

Y CHEAPER ¢

Excel Electric Group, Excel Works, Bluebell Avenue, Dublin 12
Phone: 01 4500600 | Email: info@excelelectric.ie | Web: www.excelelectric.ie
www.facebook.com/excelelectricgroup




